Features

5” Round Size fits most
standard industry
polishing machines
Extremely Flat for
Maximum Polishing
Performance

Durable Material for
Long Service Life
Other Sizes and
Dimensions Available

Benefits

Robust solution for
demanding production
applications

Meets or Exceeds
Telcordia Specifications
for End-face Geometry
Repeatable Polishing
Results

Applications

Singlemode or
Multimode Polishing
Ceramic or Plastic
Ferrule Connector
Polishing; SC,ST, FC,
LC, etc...
Telecommunications,
Military, or Broadcast
Connectors

Call now to place

Standard Rubber Polishing Pads

Connected Fibers is the authorized master
distributor and expert for Seikoh Giken
products and processes in North America.

Seikoh Giken'’s Polishing Pads are compatible with
the Seikoh Giken SFP-550S, SFP-550E, SFP-520
& OFL-15a series polishers. They are also useable
with any 5” round platen polishing machine
available in the market. Process information and
support is also provided from Connected Fibers.

Specifications

Material Butyl Rubber w/ Glass

Machines Seikoh Giken SFP-550, SFP-550E ,SFP-550S,
SFP-520 & OFL 15. Other industry 5” platen
machines.

Thickness 5.00 +0.01 /-0.01mm

Diameter 5.00 +0.00/-0.002 in.

Durometer 60, 65, 70, 75, 80, 85 & 90 Shore A Hardness

Parallelism 0.01mm

Ordering Guide

Part Number Durometer Diameter Color
PR5X-500-60 60 +/- 3 5" Round Black
PR5X-500-65 65 +/- 3 5" Round Black
PR5X-500-70 70 +/- 3 5" Round Black
PR5X-500-75 75 +/- 3 5" Round Black
PR5X-500-80 80 +/- 3 5" Round Black
PR5X-500-85 85 +/-3 5" Round Black
PR5X-500-90 90 +/- 3 5" Round Black

your order:
1-866-899-7953

Tel: 1-866-899-7953 Fax: 678-623-0652 sales@connectedfibers.com www.connectedfibers.com

Connected Fibers, LLC MAKES NO EXPRESS OR IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS OR OTHERWISE, with respect to its products. In
addition, while the information herein is believed to be reliable, no warranty is expressed or implied regarding the accuracy of the data or the results to be obtained from
the use thereof. All recommendations or suggestion for use are made without guarantee — inasmuch as conditions of use are beyond our control. The properties given are
typical values, and are not intended for use in preparing specifications. Users should make their own test to determine the suitability of this product for their own purposes.
Prices subject to change without notice. All statements. technical information related to the Seller’s products are based on information believed to be reliable, but the
accuracy or completeness thereof is not guaranteed.



