
Features

� Low insertion loss
� Low return loss
� Clean and scratch-free 

endfaces
� Robust Multifiber cables 

available
� Quick-turn delivery
� High quality 100% 

factory tested
� Interferometer test data 

available
� Color coded  leads

Benefits

� Provides low link loss

Cable Assemblies: Node/Service

Connected Fibers provides 
Singlemode Node/Service Cable 
Assemblies with all standard 
connector types.  

Connected Fibers’ manufacturing 
process ensures unsurpassed 
connector and cable performance.  
These high quality assemblies can 
be utilized for many applications 
including CATV head ends.  Each 
cable is 100% tested and inspected 
for performance and endface 
cleanliness.  You can be confident 
in their performance and they will 
add to your overall system integrity.

Tel: 1-866-899-7953  Fax: 678-623-0652  sales@connectedfibers.com  www.connectedfibers.com

Connected Fibers, LLC MAKES NO EXPRESS OR IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS OR OTHERWISE, with respect to its products. In 
addition, while the information herein is believed to be reliable, no warranty is expressed or implied regarding the accuracy of the data or the results to be obtained from 
the use thereof. All recommendations or suggestion for use are made without guarantee – inasmuch as conditions of use are beyond our control. The properties given are 
typical values, and are not intended for use in preparing specifications. Users should make their own test to determine the suitability of this product for their own purposes. 
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accuracy or completeness thereof is not guaranteed.

Specifications

Interferometer Testing

Applications

� Provides low link loss
� High system 

performance
� Plug in and turn up with 

confidence
� What you need when 

you need it
� Easy installation and 

labeling

� CATV Receiver boxes
� Outside plant
� Head ends
� Arial splice boxes

Call now to place 
your order: 

1-866-899-7953

Fiber Height Radius of CurvatureApex Offset

Performance SM/UPC SM/APC

Insertion Loss, Typical 0.1dB 0.1

Return Loss, Typical -58dB -75dB

End Face Geometry GR 326 Compliant

Fitting Stainless Steel 5/8” Thread



Ordering Information (Node/Service Cables)

C  F N                                  - - - - - -

Connector Code

SC/UPC SC

ST/UPC ST

FC/UPC FC

Configuration Code

Connectors on both ends - (blank)

Connectors on one end , Pigtail P

End 1 End 2*

Subunit Diameter Code

900um Tight Buffer (Node/Service Cable) 1

1 2

1

3

4*

4*

5

5

Cable
Breakout 

Length/UnitsConfiguration Options

8

12-Fiber SC/APC  Pigtail, 
Singlemode cable 900um 
subunits and 2mm furcated  
1 meter breakouts, 10 
meters overall length, 
Singlemode, part number: 
CFNP12-SCA-11S-1-10.

1. * If both ends are the 
same connector, leave 

Notes

Example 9

Fiber Count Code

Number of fiber 
strands per cable

2, 4, 6, 12

2

Fiber Count

3

Breakout Leg Diameter Code

900um Tight Buffer 1

6

6 7

Overall 
Length/Units

10
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LC/UPC LC

SC/APC SCA

FC/APC FCA

LC/APC LCA

MU/UPC MU

E2000/UPC E2

E2000/APC E2A

MPO (no pins) MPO

MPO (pins) MPOM

MTRJ (no pins) MTR

MTRJ (pins) MTRM

MU/APC MUA

DIN/APC DIA

DIN DIN

BICONIC BIC

Units Code

Meters (blank)

Centimeters CM

Feet FT

Inches N

Call now to place 
your order: 

1-866-899-7953

10

Enter length number and unit code

Options Code

Interferometer Data Included G

Pulling Eye E

8

same connector, leave 
connector end 2 as 
blank.  Example: 12-
Fiber SC/APC  to 
SCAPC, Singlemode 
cable 900um subunits 
and 2mm furcated  1 
meter breakouts, 10 
meters overall length, 
Singlemode, part 
number: CFN12-SCA-
11S-1-10

2. For hybrid cable 
assemblies, connector 
order should be in the 
same order as the list 
of connector codes.

3. No duplex clips unless 
otherwise specified.

Fiber Type Code

Singlemode S

900um Tight Buffer 1

2.0mm Furcation 2

3.0mm Furcation) 3

7

9


