
Features

� Fast autofocus
� One-button easy operation
� Single unit for 

measurement of most 
types of MultiFiber ferrules 
(MT-X, MPO, Mini-MT 
(MT-RJ), etc.) PC and 
APC

� No exterior moving parts 
or adjustment screws 

� Vibration insensitive

Just like for the single fiber system the software for 
DAISI-MT was designed from ground up with many 
automation features. Non-compressed, real time and 
high quality images are transferred from the 
hardware to the software via a USB2.0 high speed 
link at speeds up to 100 images per second in 
addition to the automation and control commands.
DAISI-MT is portable and can be interfaced to laptop 
or desktop computers. 
All calibration steps are automated and embedded 
into a user-friendly software interface in order to yield 
error-free and reliable measurements. .

DAISI MT Interferometer

Benefits

� Minimal operator training 
required

� Fast turn around time 
when changing fixtures

Tel: 1-866-899-7953  Fax: 678-623-0652  sales@connectedfibers.com  www.connectedfibers.com

Connected Fibers, LLC MAKES NO EXPRESS OR IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS OR OTHERWISE, with respect to its products. In 
addition, while the information herein is believed to be reliable, no warranty is expressed or implied regarding the accuracy of the data or the results to be obtained from 
the use thereof. All recommendations or suggestion for use are made without guarantee – inasmuch as conditions of use are beyond our control. The properties given are 
typical values, and are not intended for use in preparing specifications. Users should make their own test to determine the suitability of this product for their own purposes. 
Prices subject to change without notice. All statements. technical information related to the Seller’s products are based on information believed to be reliable, but the 
accuracy or completeness thereof is not guaranteed.

Applications

when changing fixtures
� Simple USB interface
� Full Excel Reporting

� Post polish geometry 
inspection

� Process control
� Incoming QC geometry 

inspection
� Field portable

Call now to place 
your order: 

1-866-899-7953

Parameter Repeatability*/Reproducibility* Range

Ferrule Radius (mm) 0.5% / 0.5% 3 to flat

X & Y angles (� ) 0.002 / 0.01 � 1� deviation from 0� (PC) or 8� (APC)

Fiber Height (um) 0.01 / 0.01 up to 20

Measurement Speed (sec.)
(for a 12 fibers ferrule)

13

Field of View (mm) configurable 3.2 x 2.5 max.

Lateral Resolution(microns) configurable 2.5 max.

Wavelength (nm) White LED

Power requirements 12V 25VA 

* 1 Sigma values.
Repeatability values calculated from 50 consecutive measurements without interaction on connector between measurements. 
Reproducibility values calculated from 50 consecutive measurements while removing and inserting connector in ferrule holder between 

measurements


