Features

Less than 18 cents per
cleaning

Polyester static free cloth
More than 300 swipes
Adjustable tip for angled
adapters

Spring-loaded tip for
controlled cleaning
pressure

Works for UPC and APC

Ferrule Mate

Keep your ferrule end faces clean with the
Ferrule Mate. It can be used to clean ferrule
endfaces through an adapter or directly on

a connector.

Connected Fibers stocks 1.25mm and 2.50mm
Ferrule Mates for all of your fiber optic cleaning
requirements. Use them in the factory or in the
field to clean ferrules on connectors or clean

them through the adapter. Clean ferrule
endfaces on the back panel of your enclosure
by inserting the Ferrule Mate through the
adapter. Or, use the flip open cap to clean the
connectors on the ends of your jumpers. This
Benefits versatile cleaning tool can fit anywhere and
even adjusts to angled adapters. Use it on
APC or UPC connections without adjustment.

Maintain signal integrity
Clean backplane
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Before and After Cleaning

Applications

Through adapter Performance Specifications

cleaning

Connector cleaning Part Number SFM-250 SFM-125

Transceiver ports

Test equipment Dimension (body) 163mm x 20mm x 44mm 163mm x 20mm x 44mm
Dimension (tip) 63mm 110mm
Weight 60g 60g
Number of Button Clicks 300+ 300+
Connector Type SC, ST, FC (UPC and APC) LC, MU (UPC and APC)

Ordering Guide

SFM-125, For LC and MU Connectors and Adapters (1.25mm ferrules)
SFM-250, For SC, ST, and FC Connectors and Adapters (2.5mm ferrules)

Ferrule Mate is a registered trademark of Seikoh Giken.

Call now to place

your order: Tel: 1-866-899-7953 Fax: 678-623-0652 sales@connectedfibers.com www.connectedfibers.com

1-866-899-7953 Connected Fibers, LLC MAKES NO EXPRESS OR IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS OR OTHERWISE, with respect to its products. In
addition, while the information herein is believed to be reliable, no warranty is expressed or implied regarding the accuracy of the data or the results to be obtained from
the use thereof. All recommendations or suggestion for use are made without guarantee — inasmuch as conditions of use are beyond our control. The properties given are
typical values, and are not intended for use in preparing specifications. Users should make their own test to determine the suitability of this product for their own purposes.
Prices subject to change without notice. All statements. technical information related to the Seller’s products are based on information believed to be reliable, but the
accuracy or completeness thereof is not guaranteed.



