Features

Low cost per cleaning
Can be used in anti-static
environments

Easy cleaning action
Compact ergonomic
design for field use

Benefits

Low Cost

Cleaning action prevents
cross contamination of
connectors

No tape to replace

Applications

Cleaning connectors before
installation

Cleaning connectors in
manufacturing environments

Call now to place
your order:
1-866-899-7953

handj
“Mcile Connector Cleaner

A pocket-sized, fully contained cleaning tool - the

HandiMate™ cleaner from Seikoh Giken provides a simp e,
foolproof method for removing all types of oils, du stand
debris from optical connector endfaces.

The compact, palm-sized HandiMate™ is the simplest, most
economical cleaning tool currently on the market with the lowest
“click to clean” cost for both field installation and in bench top
environments requiring optimum performance for critical
applications.

The patented Slide-Guide feature accommodates both 2.5mm
(FC, SC, ST) and 1.25mm (LC, MU) ceramic ferrules and allows
the user to properly align both PC polished and APC angle
polished optical connectors for maximum cleaning of the critical
fiber core.

Utilizing a proprietary, non-woven microfiber, the HandiMate™ can
be operated as both a dry cleaner for light dust / lint and/or as a
wet cleaner for dried on salts / alcohol residue. The body of the
HandiMate™ is made of an anti-static material allowing the tool to
be used in bench top applications where ESD compliance is
required.

The cleaning tape advances each time the Slide-Guide is
activated, further simplifying the field operation. A small window on
the side of the tool indicates when the tape is finished — around
500 or more applications.

Performance Specifications

Dimension (body) 35mm x 30mm x 10mm ik
Weight 60g
Number of Cleanings 500+
Before After
Connector Type LC, MU, SC, ST, FC (UPC and APC) Cleaning Cleaning

Ordering Guide
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Example Part Number: SHM-500 — S Description: SHM-500 HandiMate Connector Cleaner, Single Piece
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Connected Fibers, LLC MAKES NO EXPRESS OR IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS OR OTHERWISE, with respect to its products. In
addition, while the information herein is believed to be reliable, no warranty is expressed or implied regarding the accuracy of the data or the results to be obtained from
the use thereof. All recommendations or suggestion for use are made without guarantee — inasmuch as conditions of use are beyond our control. The properties given are
typical values, and are not intended for use in preparing specifications. Users should make their own test to determine the suitability of this product for their own purposes.
Prices subject to change without notice. All statements. technical information related to the Seller’s products are based on information believed to be reliable, but the
accuracy or completeness thereof is not guaranteed.



